SELF SERVICE BILL PAYMENT KIOSK
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il Designed and Manufactured in Italy i}

The FPS 3000 is a self service bill payment kiosk
designed to accept bill payments via cheques, cash
or credit card. With the combination of 3 payment
methods, the FPS 3000 offers customers the
exceptional flexibility in making payments, as well as
ensures improved customer experience in terms of
speed, security and reliability.

Customers will be able to pay their bills at their
convenience and a receipt can be printed out as proof
of successful payment at the end of each transaction.
The FPS 3000 serves as an excellent method for
accepting bill payments because it offers a cost
effective alternative for payment collection, without
compromising customer service, efficiency, privacy or
convenience.

Designed and built with the consideration of physically
disabled persons, the FPS 3000 is fully DDA compliant.
Slim and ergonomically designed, it is ideal for 24-
hour lobby installations.

FPS 3000

Cheques processing module with
front and rear image capture of the
document already endorsed.

Removable metal box for cheques
collection of up to 2000 pieces.

Banknotes processing module with
removable cash box, capacity of up to
1200 banknotes.

Bar code reader to identify payment
utility bills.

Biometric card reader for the highest
level of security without pin code
entering.

Elegant and modern Italian design for
a kiosk equipped with touch screen
monitor, thermal receipt printer and
hybrid card reader.

DDA compliant.
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TECHNICAL SPECIFICATIONS

CHEQUES PROCESSING MODULE

e Module for enabling automatic cheque scanning at point of deposit.
e Automatic shutter: prevents vandalism act.

¢ Single document feeder.

; Double feed detector.

; High transport speed.

e Front and rear cheque image scanning: at 100 or 200 dpi, 256 grey scale,
JPEG format, black/white TIFF with G4 compression.

* MICR reading: CMC7, E13B or both.

e Rear endorser by InkJet printer - one text line.

e Removable collection box capacity up to 2000 cheques - security key.
BANKNOTES PROCESSING MODULE

e Module for accepting banknotes with four-ways bill insertion.

e Escrow feature.

e Cash box capacity: up to 1200 notes.

PERIPHERALS

e LCD touch screen monitor: TFT 12,1” colour SVGA, SAW technology.

* Motorized card reader: magnetic + chip card, with shutter, EMV/2 standard,
XFS compliant.

e Manual — hybrid (magnetic chip + card) + Shutter + EMV/2 standard.

e Biometric chip card reader with integrated fingerprint sensor.

Standard ISO 7816 1/2/3, T=0 and T=1. Optional SAM card slot.

The match of the biometric parameters is done inside the reader itself for the
highest level of security. No personal data flow outside the reader device.
e Receipt thermal printer for 80 mm paper roll.

e Audio system: loud speakers and headphones output.

e Lighting panel with bank logo.

KIOSK

e DDA compliant.

e Support anchoring to the floor.

e Robust and tamper resistant to minimize vandal attack.

e Restricted access of supervisor function reserved only to authorized staff.

DOCUMENT SIZE
HEIGHT 65- 110 mm
LENGTH 125- 220 mm
WEIGHT 80- 120 g/m?
THICKNESS 0.09- 0.14 mm

KIOSK DIMENSIONS
HEIGHT 140 cm

WIDTH 52 cm

DEPTH 67 cm

WEIGHT 130 kg

INTERFACE

Ethernet LAN connection

POWER REQUIREMENTS
VOLTAGE

100- 240 VAC (50-60 Hz)



